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READ ME (EN) 
Introduction 
Greetings esteemed pilots of our beloved airline, with the intention of providing a little more realism 

to our operations, we provide them with a check list which tries to be the most competitive for the 

models: B736, B737, B738 and B739. 

This check list refers to Boeing's FCOM (Flight Crew Operations Manual), some of these procedures 

are reordered with the philosophy: "top to bottom and from left to right" to speed up virtual flight, as 

we usually fly alone in the cockpit, however these procedures can be found in the FCOM in their 

corresponding section. 

They are reminded THAT THIS IS JUST A GAME, the world of aviation is much more complex and 

fascinating than just a screen, this check list will be valid to get acquainted with this world and take 

the virtual environment to the fullest. 

Use 

First you must place the necessary data in the header which are marked with a red "X" which have to 

be replaced with the corresponding data, being a Word header you only need to fill it once and the 

rest of the pages will be changed automatically. 

This document was intended to be printed on double-sided A4 sheets (in the order you prefer) and if 

possible emplasticated, however it is not necessary to print the entire document as some procedures 

like the "Exterior Inspection" or “this sheet” as they are things that do not affect the simulation. 

Other 

-If you encounter errors in the content, inform a leader for further correction. 

-Some things have been omitted because they are too complex or not to be able to simulate them, 

however for those who wish to know the wonderful 737 more thoroughly they have the FCOM. 

-In case you require the FCOM of 737 contact a leader or colleague who has it as we will gladly give it 

to you. 

-If you want to check list other aircraft check their availability to a leader, as of this wording it is not 

easy to find the right material to work with. 

-If you require instrumental letters from any airfield contact a leader or partner who owns them, 

some have access to Jepessen's letters ;) 

-This presentation was translated online, sorry if something is not understood in the best way. 

 

-If you would like to share this document or modify it to others outside of KamilPlay PLEASE give us 

at least the credit. 

  

With brotherly affection for the airline: KMY214 (M.S.) 
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READ ME (ES) 

INTRODUCCION 

Saludos estimados pilotos de nuestra amada aerolínea, con la intención de brindar un poco más de 

realismo a nuestras operaciones, les brindamos con un check list el cual trata de ser lo más competo 

para los modelos: B736, B737, B738 & B739.  

Este check list es referente al FCOM (Flight Crew Operations Manual) de Boeing, algunos de estos 

procedimientos  se encuentran reordenados con la filosofía: “de arriba hacia abajo y de izquierda a 

derecha” para agilizar el vuelo virtual, ya que por lo usual volamos solos en la cabina, sin embargo 

estos procedimientos pueden ser encontrados en el FCOM en su sección correspondiente. 

Se les recuerda que ESTO ES SOLO UN JUEGO, el mundo de la aviación es mucho más complejo y 

fascinante que solo una pantalla, este check list será válido para familiarizarse con este mundo y 

llevar al máximo el entorno virtual. 

USO 

Primeramente se debe colocar los datos necesarios en el encabezado los cuales están marcados con 

una “X” en color rojo los cuales se tienen que remplazar con los datos correspondientes, al ser un 

encabezado de Word solo hace falta llenarlo una vez y el resto de páginas se cambiara 

automáticamente. 

Este documento fue pensado para ser impreso en hojas A4 a doble cara (en el orden que usted 

prefiera) y si es posible emplasticado, sin embargo no es necesario imprimir todo el documento ya que 

algunos procedimientos como el “Exterior Inspection” o “esta hoja” ya que son cosas que no afectan a 

la simulación. 

OTROS 

-En caso de encontrar errores en el contenido infórmelos a un dirigente para una posterior corrección. 

-Algunas cosas han sido omitidas por ser demasiado complejas o no poder simulables, sin embargo 

para los que deseen conocer el maravilloso 737 más a fondo cuentan con el FCOM. 

-En caso de que requiera el FCOM del 737 comuníquese con un dirigente o un compañero que lo 

tenga ya que con gusto se lo daremos. 

-Si desea el check list de otros aviones consulte su disponibilidad a un dirigente, a fecha de esta 

redacción no es fácil hallar el material adecuado para trabajar. 

-Si requiere cartas instrumentales de cualquier aeródromo comuníquese con un  dirigente o 

compañero que las posea, algunos tienen acceso a las cartas de Jepessen ;) 

-Si desea compartir este documento o modificarlo para otras personas fuera de KamilPlay  POR 

FAVOR denos el crédito por lo menos. 

 

Con cariño fraternal a la aerolínea: KMY214 (M.S.) 
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 PREFLIGHT 
Preliminary Preflight Procedure 

BATTERY switch.......................................................... ON 

GPU or APU...................................................... As needed 

VOICE RECORDER switch……........................ As needed 

Emergency equipment............................................ Check 

Maintenance documents….......................................... Check 
Note: may not be enabled on the airline or sim. 

NAV Charts................................................................ Check 

POSITION light switch......................................... Steady 

LOGO light switch.......................................... As needed 
IRS mode selectors...................................... OFF, then NAV 

Oxygen panel.......................................................... Check 
Note: PASSENGER OXYGEN switch activation causes  

Deployment of the passenger oxygen masks. 

SERVICE INTERPHONE switch............................. OFF 
Flight recorder switch.................................. Guard closed 
Circuit breakers ......................................................Check 
Landing gear indicator lights................Verify illuminated 
Parking brake................................................... As needed 
Manual gear extension access door........................ Closed 
 (If you have doubts with any procedure, consult the FCOM volume 1 

NP21.1) 

 

Exterior Inspection 
(see FCOM volume 1 NP21.5 for more details or use the "Exterior 
Inspection" check list)obviously this is flight simulation so this is optional 
 

Preflight Procedure 

BATTERY switch....................................... Guard closed 
CAB/UTIL power switch As needed…....................... ON 
Flight control panel................................................. Check 
YAW DAMPER switch……....………………….…. ON 
NAVIGATION panel.................................................. Set 
DISPLAYS panel ........................................................Set 
CROSSFEED selector........................................... Closed 
FUEL PUMP switches.............................................. OFF 
STANDBY POWER switch........................ Guard closed 
Generator drive DISCONNECT switches……... Guards closed 

BUS TRANSFER switch............................. Guard closed 
Do a ENG/APU/CARGO fire test 

APU switch (as needed)....................................... START 
Note: If extended APU operation is needed on the ground, position 

an AC operated fuel pump ON. If fuel is loaded in the center 

tank, position the left center tank fuel pump switch ON to 

prevent a fuel imbalance before takeoff. 

When the APU GEN OFF BUS light is illuminated: 

APU GENERATOR bus switches………………….. ON 
EQUIPMENT COOLING switches...................... NORM 
EMERGENCY EXIT LIGHTS switch........ Guard closed 
Passenger signs........................................... AUTO or ON 
Windshield WIPER selectors................................. PARK 
WINDOW HEAT switches......................................... ON 

Note: Position switches ON at least 10 minutes before takeoff. 

PROBE HEAT switches............................................ OFF 

WING ANTI–ICE switch.......................................... OFF 
ENGINE ANTI–ICE switches.................................. OFF 

Continue →                         
 

ENGINE HYDRAULIC PUMPS switches................. ON 
ELECTRIC HYDRAULIC PUMPS switches........... OFF 
High altitude landing switch............................. As needed 

Air source………………………....…………. As needed 
TRIM AIR switch....................................................... ON 
Temperature selectors...................................... As needed 
RECIRCULATION FAN switches....................... AUTO 
Air conditioning PACK switches............ AUTO or HIGH 

ISOLATION VALVE switch................................. OPEN 
Engine & APU BLEED air switches........................... ON 
Cabin pressurization panel........................................... Set 
Pressurization mode selector................................. AUTO 
Ignition select switch .................................... IGN L or R 

(Alternate the ignition select switch position on subsequent starts.) 

ENGINE START switches.................................... AUTO 
ANTI–COLLISION light switch............................... OFF 
Cockpit Lights........................................................... Test 
MCP............................................................................ Set 
EFIS control panel....................................................... Set 
Disengage light TEST switch............................ Hold to 1 
Disengage light TEST switch............................ Hold to 2 
Flight instruments................................................... Check 

Note: Do the Initial Data and Navigation Data steps from the CDU 

Preflight Procedure and verify that the IRS alignment is complete 

before checking the flight instruments. 

GROUND PROXIMITY panel.............................. Check 
GPWS........................................................................ Test 
AUTO BRAKE selector........................................... RTO 
Engine instruments................................................. Check 

Radio tuning panel....................................................... Set 
VHF NAVIGATION radios.................. Set for departure 
Audio control panel ..................................................... Set 
STABILIZER TRIM override switch...........Guard closed 
Standby instruments ...............................................Check 
SPEED BRAKE lever................................ DOWN detent 
Reverse thrust levers............................................... Down 
FLAP lever.................................................................. UP 

Engine start levers............................................. CUTOFF 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.10 and NP21.23) 

 

CDU Preflight Check List 
Initial Data........................................................................ Set 

Navigation Data............................................................... Set 

Performance Data............................................................. Set 
 (If you have doubts with any procedure, consult the FCOM volume 1 

NP21.3) 
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 DEPARTURE 
Before Start Procedure 

Flight deck door................................... Closed and locked 
N1 bugs.................................................................. Check 
IAS bugs...................................................................... Set 
MCP............................................................................ Set 
Fuel................................................... ___Kgs/Lbs. Check 
Exterior doors.............................................. Verify closed 
AFT and FORWARD FUEL PUMPS switches.......... ON 
LEFT and RIGHT CENTER FUEL PUMPS switches.... ON 

Note: turn on if the center tank fuel quantity exceeds 1,000 

pounds/460 kilograms. 

Hydraulic panel ........................................................... Set 
ANTI COLLISION light switch................................. ON 
Trim............................................................................. Set 

(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.28) 

 

Pushback or Towing Procedure 

(the Engine Start procedure may be done during 

pushback or towing) 

-Establish communications with ground handling 
personal. 
-Set or release the parking brake as directed by ground 
handling personal. 

When pushback or towing is complete 

System A HYDRAULIC PUMPS switches............... ON 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.31) 
 

Engine Start Procedure 

Air conditioning PACK switches............................. OFF 
ENGINE START switch ........................................ GRD 

When N1 rotation is seen and N2 is at 25%, or (if 25% N2 is not 

possible), at maximum motoring and a minimum of 20% N2: 

Engine start lever.................................................... IDLE 
Note: At 56% N2, verify that the ENGINE START switch moves to 

AUTO. If not, move the ENGINE START switch to AUTO. 

-After the engine is stable at idle, start the other engine. 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.32) 

 

Before Taxi Procedure 

GENERATOR 1 and 2 switches................................. ON 
PROBE HEAT switches............................................. ON 
WING ANTI–ICE switch................................. As needed 
ENGINE ANTI–ICE switches......................... As needed 
PACK switches...................................................... AUTO 
ISOLATION VALVE switch................................ AUTO 

APU BLEED air switch............................................. OFF 
APU switch............................................................... OFF 
Engine start levers......................................... IDLE detent 
Flap lever................................................ Set takeoff flaps 
Flight controls........................................................ Check 

Continue → 
 

Transponder..................................................... As needed 
Recall..................................................................... Check 
Taxi lights................................................................... ON 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.33) 

 

Before Takeoff Procedure 

Flight Control............................................................. Check 

Flap...................................................................... __° Check 

Trim............................................................................ Check 

Cockpit door............................................................. Locked  

-Check the center tank fuel quantity. Both center tank fuel 

pump switches must be OFF for takeoff if center tank fuel 

is less than 5000 pounds/2300 kilograms. 

-Set the weather radar display as needed. 

-Set the terrain display as needed. 
(If you have doubts with any procedure, consult the FCOM volume 1 
NP21.35) 

 

Take Off Check List 
Taxi lights...................................................................... OFF 

Timer............................................................................. Start 

Position lights............................................. Strobe & Steady 

Landing lights................................................................. ON 

Transponder mode.................................................... TA/RA 

Autothrottle................................................................ Armed 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.38) 
 

After Take Off Check List 
AirCon & Press..................................... Checked and Set 
Landing Gear.................................................. UP & OFF 
Flaps........................................................... UP, No Light 
Autobrake................................................................. OFF 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.41) 
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 IN FLIGHT                   APPROACH 
Climb and Cruise Procedure 

At 10,000 Ft: 

Landing lights................................................................ OFF 
At transition altitude: 

Altimeter................................................................. Standard 
At cruise level: 

Passenger signs..................................................... As needed 

Anti-ice................................................................. As needed 

Notes: 

-If the center tank fuel pump switches were OFF for 

takeoff and the center tank contains more than 1000 

pounds/500 kilograms, set both center tank fuel pump 

switches ON above 10,000 feet or after the pitch attitude 

has been reduced to begin acceleration to a climb speed of 

250 knots or greater. 

-During climb, set both center tank fuel pump switches 

OFF when center tank fuel quantity reaches approximately 

1000 pounds/500 kilograms. 

-When established in a level flight attitude, if the center 

tank contains usable fuel and a center tank fuel pump 

switch(es) is OFF, set the center tank fuel pump switch(es) 

to ON again. 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.41) 

ARRIVAL 
Descent Procedure 

Anti-ice................................................................. As needed 

AirCon & Press..................................... Checked and Set 
Recall..................................................................... Check 
-Enter VREF on the APPROACH REF page. 

-Set the RADIO/BARO minimums as needed for the 

approach.  

-Set or verify the navigation radios and course for the 

approach. 
-Set the AUTO BRAKE selector to the needed brake 

setting. 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.47) 

 

 

Approach Procedure 

At transition level: 

Altimeter.......................................................................... Set 

Passenger signs..................................................... As needed 
At 10,000 Ft 

Landing lights.................................................................. ON 

Notes: 

-If a flaps 15 landing is needed because of performance: 
GROUND PROXIMITY flap inhibit switch.... FLAP INHIBIT 

-The Approach Procedure is normally started at 
transition level. 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.62) 

 

 

Before Landing check list 

Recall.............................................................................. OK 

Speedbrake................................................................. Armed  

Landing Gear................................................................... DN 

Flaps............................................................................ Check 

Passenger signs..................................................... As needed 

Notes: 

- When at least 300 feet below the missed approach 

altitude, set the missed approach altitude on the MCP. 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.62) 
 

After Landing Procedure 

Landing lights................................................................ OFF 

Position lights............................................................ Steady 

Taxi lights........................................................................ ON 

Start the APU........................................................ As needed 

PROBE HEAT.............................................................. OFF 

Weather radar................................................................ OFF 

AUTO BRAKE............................................................. OFF 

Speedbrake............................................................... DOWN 

Flaps................................................................................ UP 

Transponder mode............................................... As needed 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.77) 
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 PARKING                     BRIEFINGS 
Shutdown Procedure 

Parking brake............................................................... Set 
Electrical power: 
- If APU power is needed: 

-Verify that the APU GENERATOR OFF BUS    
light is illuminated. 
-APU GENERATOR bus switches – ON 

-If external power is needed: 
-Verify that the GRD POWER AVAILABLE 
light is illuminated. 
-GRD POWER switch – ON 
-APU – OFF 

Engine start levers............................................. CUTOFF 

FASTEN BELTS switch........................................... OFF 
ANTI COLLISION light switch............................... OFF 
FUEL PUMP switches.............................................. OFF 

Note: Left tank pump on if APU on 

Window Heat............................................................ OFF 
WING ANTI–ICE switch......................................... OFF 
ENGINE ANTI–ICE switches.................................. OFF 
ENGINE HYDRAULIC PUMPS switches................. ON 
ELECTRIC HYDRAULIC PUMPS switches........... OFF 
RECIRCULATION FAN switches................. As needed 
Air conditioning PACK switches.......................... AUTO 
ISOLATION VALVE switch................................ OPEN 
Engine BLEED air switches....................................... ON 
APU BLEED air switch............................................. ON 
Exterior lights switches................................... As needed 
FLIGHT DIRECTOR switches................................. OFF 
Radio................................................................... Unicom 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.78) 
 

For Terminating Flights Only 
IRS Mode Selectors................................................... OFF 
CAB/UTIL power switch.......................................... OFF 
EMERGENCY EXIT LIGHTS switch...................... OFF 
Air Cond Packs.......................................................... OFF 
Displays..................................................................... Dim 
APU/GND Power...................................................... OFF 
Battery....................................................................... OFF 
(If you have doubts with any procedure, consult the FCOM volume 1 

NP21.80) 
 

 

Performance Dispatch 

-To calculate the fuel needed for a flight use the 
performance tables located in the FCOM volume 1 

chapter PD (page 401 in the PDF). 
-To calculate the performance in takeoffs use the FCOM 
volume 1 chapter PD (page 401 in the PDF). 
- To calculate the performance in landings use the 
FCOM volume 1 chapter PD (page 401 in the PDF). 

 

Route Planning 
-Preferably plan your route yourself through pages like 
sky vector and determine the best option taking into 
account the winds. 
-Try to keep your instrument navigation charts as up to 
date as possible. 
-It is mandatory to have the instrumental letters either 

physically or digitally. 
 

 

HAVE A NICE 

FLIGHT 

 

Que tengan un buen 

vuelo 
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EXTERIOR INSPECTION 1 

 
Left Forward Fuselage 

Probes, sensors, ports, vents, and drains (as applicable)........ Check 

Doors and access panels (not in use).................... Latched 
 

Nose 

Radome.................................................................. Check 
Forward E and E door............................................ Secure 

 

Nose Wheel Well 
Tires and wheels.................................................... Check 
Exterior light........................................................... Check 
Gear strut and doors................................................ Check 
Nose wheel steering assembly ................................Check 
Nose gear steering lockout pin.......................... As needed 
Gear pin............................................................ As needed 
Nose wheel spin brake (snubbers)........................ In place 

 

Right Forward Fuselage 

Probes, sensors, ports, vents, and drains (as applicable)......... Check 

Oxygen pressure relief green disc......................... In place 
Doors and access panels (not in use).................... Latched 

 

Right Wing Root, Pack, and Lower Fuselage 

Ram air deflector door....................................... Extended 
Pack and pneumatic access doors........................... Secure 
Probes, sensors, ports, vents, and drains (as applicable)......... Check 

Exterior lights......................................................... Check 
Leading edge flaps.................................................. Check 
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EXTERIOR INSPECTION 2 
Number 2 Engine 

Access panels....................................................... Latched 
Probes, sensors, ports, vents, and drains (as applicable)......... Check 

Fan blades, probes, and spinner.............................. Check 
Thrust reverser...................................................... Stowed 
Exhaust area and tail cone....................................... Check 

 

Right Wing and Leading Edge 

Access panels....................................................... Latched 
Leading edge flaps and slats................................... Check 

Fuel measuring sticks............................. Flush and secure 
Wing Surfaces........................................................ Check 
Fuel tank vent......................................................... Check 

 

Right Wing Tip and Trailing Edge 

Position and strobe lights........................................ Check 
Static discharge wicks............................................ Check 
Aileron and trailing edge flaps................................ Check 

 

Right Main Gear 

Tires, brakes and wheels......................................... Check 
Gear strut, actuators, and doors............................... Check 
Hydraulic lines....................................................... Secure 
Gear pin............................................................ As needed 

 

Right Main Wheel Well 

APU FIRE CONTROL handle..................................... Up 
Wheel well.............................................................. Check 

 

Right Aft Fuselage 

Doors and access panels (not in use).................... Latched 

Negative pressure relief door................................. Closed 
Outflow valve......................................................... Check 
Probes, sensors, ports, vents, and drains (as applicable)......... Check 

APU air inlet............................................................ Open 

 

Tail 
Vertical stabilizer and rudder.................................. Check 
Elevator feel probes................................................ Check 
Tail skid.................................................................. Check 
Horizontal stabilizer and elevator........................... Check 
Static discharge wicks............................................ Check 
Strobe light............................................................. Check 
APU cooling air inlet and exhaust outlet................. Check 

 

Left Aft Fuselage 

Doors and access panels (not in use).................... Latched 
Probes, sensors, ports, vents, and drains (as applicable)......... Check 

 

 

Left Main Gear 

Tires, brakes and wheels......................................... Check 
Gear strut, actuators, and doors............................... Check 
Hydraulic lines....................................................... Secure 
Gear pin............................................................ As needed 

 

Left Main Wheel Well 
Wheel well.............................................................. Check 
Engine fire bottle pressure...................................... Check 

 

Left Wing Tip and Trailing Edge 

Aileron and trailing edge flaps................................ Check 
Static discharge wicks............................................ Check 
Position and strobe lights........................................ Check 

 

 

Left Wing and Leading Edge 

Fuel tank vent......................................................... Check 
Wing Surfaces........................................................ Check 
Fuel measuring sticks............................. Flush and secure 
Leading edge flaps and slats................................... Check 
Access panels....................................................... Latched 

 
 

Number 1 Engine 

Exhaust area and tail cone....................................... Check 
Thrust reverser...................................................... Stowed 
Fan blades, probes, and spinner ..............................Check 
Probes, sensors, ports, vents, and drains (as applicable)......... Check 

Access panels....................................................... Latched 

 

Left Wing Root, Pack, and Lower Fuselage 

Leading edge flaps.................................................. Check 
Probes, sensors, ports, vents, and drains (as applicable).... Check 

Exterior lights......................................................... Check 
Pack and pneumatic access doors........................... Secure 
Ram air deflector door....................................... Extended 
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